
introduces

Diva
the perfect combination of

innovation and design



MAIN FEATURES

MODELS

OPTION

Touch screen display

Programmable lights as desired

High-class finishing: aluminium and 
stainless steel

Lighted dispensing area

Back-lighted selection buttons

Up to 3 steam wands: 2 steam wands and 
1 automatic Barista steam wand (option)

Barista steam wand: heat and froth milk 
at the touch of a button

Hot water: 2 buttons for small and large 
doses

Automatic milk frother: make a perfect 
cappuccino at the push of a button

Electrical heated cup warmer

BARISTA STEAM WAND:

Steam wand with 
temperature probe to heat 
and froth milk automatically 
at the desired temperature.

ELECTRICAL HEATING 
FOR CUP WARMER:

Having 3 temperature 
settings, heat cups and 
serve drinks at the perfect 
temperature.

MILK PUMP:

An auxiliary pump to suck 
milk to the automatic milk 
frother, and dispense milk-
based drinks with a perfect, 
consistent foam at the 
desired temperature.

Diva COF
· 2 and 3 low groups
· 2 and 3 high groups

Diva LM
· 2 and 3 high groups
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PERFECT POINT

Patent pending coffee infusion system to set the perfect temperature for each selection button of 
each group. Temperatures can be individually adjusted and controlled by display.

STANDARD TECHNOLOGY

Temperature adjustment

Thermal stability

DIVA PERFECT POINTMULTIBOILER TECHNOLOGY

90°C 90°C 90°C 95°C 88°C 89°C90°C 95°C

Temperature adjustmentTemperature adjustment

Thermal stabilityThermal stability

COLOURS

White

Black

Gold

Aluminium

Diva



TECHNICAL DATA
2 Groups 3 Groups

Boiler capacity

Net / Gross weight

Voltage / Total power

Dimensions

11.5 l

70 Kg - 88 Kg

220 V 1+N 60Hz 4.300 W
230 V 1+N 50/60Hz 4.300 W

400 V 3+N 60Hz 4.300 W

W 800 x D 515 x H 574 mm

16.0 l

88 Kg - 110 Kg

400 V 3+N 60Hz 5.500 W

W 1020 x D 515 x H 574 mm
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